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Trimble
ST30

SMART TARGET

This is what smart looks like

In the demanding world of surveying and construction, deadlines are tight and ever y

measurement must be precise. You face diverse challenges daily, from int  ricate

topographic surveys to critical design stakeouts. Traditional metho  ds require

PHWLFXORXV OHYHOLQJ RSVHW PHDVXUHPHQSW RKLP&EGIDWQLRQDO L
be time-consuming. What if you could work faster while maintaining high accuracy,

transforming every job site?

The Trimble ® ST30 smart target

combines optical tilt compensation, GNSS capabilities,

automatic rod height and best-in-class tracking into a single, highly ver  satile system for
maximum accuracy and productivity.
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3RZHUIXO IHDWXUH

unrivaled performance

Optical and GNSS tilt
compensation

OHDVXUH IDVWHU LQ
(OLPLQDWHbSROH OH
with Trimble Inertial

3 0 D W'TR UrP'Bechnology.

o —

One compact system
Seamlessly transition
EHWZHHQ RSWLFDObDQC

survey-grade

*166bZRUNCERZV ZLWKR XZ
VZLWFKLQJbHTXLSPHQW

Automatic rod height

$YRLG UHZRUN LQ WKH
ReFH 7KH URG KHLJKW
adjustable and synchronized

ZLWK <HOG VRIWZDUH V
can set it to any height and

VLPSO\ NHHSbZRUNLQJ

Relentless tracking
Trimble active tracking, L
WDUJHW ,' DQG *HR/RF
ensures the ST30 stays
locked or re-locks instantly

JHUR PDQXDO HSRUW
JHURPbGRZQWLPH

Engineered to endure

Built to withstand daily

wear and tear, the ST30

is rigorously drop-tested,
vibration-tested and

, 3 UDWHG IRU GXVW DQ
ZDWHUbSURWHFWLRQ
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Unlock new possibilities

The Trimble ST30 smart target saves time and accelerates

\RXU <tHOGZRUN ZLWK 7ULPEOH 7,3 WLOW FRPSHQVD
total station and GNSS measurements. You no longer

need to carefully level the rod for every shot, dramatically

speeding up topographic surveys and stakeout tasks. This

capability also lets you measure previously inaccessible or

hard-to-reach points with ease, whether you are measuring

building corners, inverts or overhead structures. Minimize

H[WUD VWHSY DQG HOLPLQDWH WKH FRPSOH[LWLHYV

JURP RSWLFDO WR *166 HSRUWOHVV

Experience a new level of surveying versatility with the

ST30's fully integrated optical and GNSS functionality.

This innovation removes the need for a standalone GNSS

receiver, streamlining your equipment and simplifying

\RXU ZRUNERZ <RX FDQ VZLWFK EHWZHHQ RSWLFD
measurements, adapting to any job site conditions with

ease so you can focus on the job, not the equipment.

%XLOW LQ FRQ«<GHQFH @

Say goodbye to costly rework caused by incorrect rod

height entries or misleveled rods. The ST30 features

automatic rod height and tilt compensation, seamlessly

VIQFHG ZLWK \RXU 7ULPEOH <HOG VRIWZDUH 7KLV t
PRVW FRPPRQ «<HOG HUURUV SURYLGLQJ \RX ZLWK I
peace of mind and data integrity.

Best-in-class optical tracking

Trimble active tracking and target ID ensure you're

always on the right prism. If line-of-sight is interrupted,

7ULPEOH b*Hé&hRoYyY paired with the ST30 uses

the integrated GNSS and built-in Trimble RTX © corrections

to regain lock automatically. No manual searching or lost

time — just an intelligent system that keeps pace with you,

ensuring you never have to stop to regain a lock. The ST30

FRPHVY VWDQGDUG ZLWK 57; FRUUHFWLRQV IRU *HR/
subscription required.

&RQQHFWHG ZRUNERZ

/HDYH GLVFRQQHFWHG WRROV EHKLQG 7KH 67 LQY
seamlessly with the Trimble ecosystem to connect your

KDUGZDUH <HOG FORXG DQG R*FH VRIWZDUH ZRUN
ensuring data, teams and processes stay aligned from start

WR <QLVK
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ST30: Versatility for every task

ST30 GNSS capabilities

Unlock the full potential of your ST30 with an optional SRZHU *HR/RFN DXWRPDWHG WDUJHW WUDFNLQJ &F
*166bVXEVFULSWLRQ 3RZHUHG E\°@GNSS 7 U L&cHEO trackidgRaB®RtarQetMD, the ST30 eliminates the need to

technology engine, the ST30 can switch between measuring search for a target. Whether you walk behind a vehicle or a

with optical precision and GNSS speed instantly while utilizing massive structure, the system stays ready to work the second

WKH VDPH KDUGZDUH LQ D VLQJOH MRE <O Kouh&vk iheb@s\ghtU HV \R X

always have the right tool for the task at hand without having
. . *
to change equipment. Integrated tilt compensation for both ‘KLOH 57; FRUUHFWLRQV IRU *HR/RFN DUH LQFOXGH

ZRUNGERZV HOLPLQDWHV WKH QHHG WR 0 HYH&eFI3R YSRGS RT76025 YOy PHTBAM

to capture inaccessible points and remove complex COGO correction source for standalone GNSS surveying requires a

RSVHWV IURP \RXU GDLO\ URXWLQH VHSDUDWHbVXEVFULSWLRQ $OWHUQDWLYHO\ \RX F
QHWZRUN FRUUHFWLRQ VRXUFH VXFK DV 956 RU FR

Experience the power of GNSS right out of the box. Every 7ULPEOH ,QWHUQHW %DVH 6WDWLRQ 6HUYLFH ,%66
ST30 uses integrated GNSS and Trimble RTX corrections to \RXU «<HOG VRIWZDUH

ST30 key features

eBubble v GeoLock with Trimble RTX corrections v

Passive tracking v Automatic rod height v

@ Active tracking v Tilt-compensated measurements v @
Target ID v GNSS rover Optiqngl
subscription
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Ways to use the ST30

Whether you’re measuring the ground or above your head, right side up or upside d

own,
indoors or outdoors, the ST30 makes measurements easier.

Measure hard-to-reach spots with the 2.6 m telescopic rod.

‘

360°

@ Meet the tightest tolerances with the top mount accessory.

7TULPEOH SURWHFWHG SURWHFWLRQ SODQV

$GG D 7JULPEOH SURWHFWHG SURWHFWLRQ SODQGIRERRUWKHNW RZGBUBKUS.RFEBH BSURG X
For details, visit trimbleprotected.com or contact a local Trimble dealer.

k

& Trimble.

7ULPEOH ,QF $00 ULJKWV UHVHUYHGQIOHPERHR WBKUR3IRREW DQG 7ULPE®HWH7,,QPUH WUDGHPDUNYV

UHJLVWHUHG LQ WKH 8QLWHG 6WDWHVFDNQ GULP ROWK HQHRRKIWULBGIVW1REPRDQGH7,@FDUH WUDGHPDUNV RI
$00 RWKHU WUDGHPDUNV DUH WKH SURMHWWALIRI WKHLU UHVSHFWLYH RZ
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